
LLEGE OF GINEERIN CHENGANNUB

Man IHRD, A Govt. of Kerala undertakiu

Plrone ,0479

Fax , 0479

Dated' 0Z.0Z.ZZ

- 689 l7l.

- 2451474,
z454tZ5

- 245t424

No. D2rl31/ZZ

SHORT TENDER NOTICE

Tencler No. 0 l/zozl-zT,Purchase of 5 KVA online UPS with batteries

Last date and time for receipt of tender

Date and time for oPening of tender

Date upto which the rates are to be firm

Price of tender form

Price of Duplicate coPY

Address of Purchasing Officer from whom

tencler forms are to be obtained and to whom

tenders are to be sent

EMD

zt.)z.zL, 1.00 pm

T.1Z.ZZ, 3.00 Pm

ZI.O3,ZZ

Rs. 1 ,440/' + ST Fts.760/'

Rs. 7 ZO/' + ST Rs. t30/'

The Principal
College of Engineering, Chengannur

Kerala 689 lzl

1o/o o{ amount quoted

Tender documen$ can be had from the Rrincipal on payment of the prescribed cost at

tlre counter in cash or by post (postage extra F.s.35/- for one tender form) sending a DD for

dre amount payable at chengannur in favour of the Principal, college of Engineering,

clrengannur - ogg tz1, Details will be available in College website' hrtp,//www.ceconline'edu
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Tender No. 0l/207L-27, Pr-rrcl-rase of 5 KVA online UPS with batteries

SI

No
Item Description Qrv

1 5KVAonlineUPSwith
batteries - Three Phase

Input Single Phase

output

BIS CERTIFIED 5 KVA/IZOVDC UPS witl-r Online Double
Conversion, High Frequency IGBT, DSP and Dual
microprocessor controlled system, Capacity -5 KVA with
INBUILT Isolation Transformer
Input operating voltage - l7A - 270 VAC, Three Phase Input
Single Phase output and dedicated Earth, Output power - 5

LVA/4000'S7, Output power factor 0.8 Lagging or befter,
Output voltage - 230 V AC Single phase, Output voltage

regulatioyr- +/-lo/o, Auto Blpass Faciliry. Output frequency - 50
Hr, +/-0.05o/o, Output crest factor- 3:1, UPS overall efficiency.
>94o/o or more, THD - <lyo for linear Load, (5o/o for Non-linear
load
Ventilation - Forced - Air cooled, LED/LCD Display for -
Mains on, Inverter on, Battery Low, Over Load, Load Percentage,

Common Alarm, - Battery low Pre-alarm, Output short
circuit protection, Output over/under voltage protection, over

temperature alarm
Battery -10 nos of IZY/4OAH CPRI Certified Tubular Battery
With Battery Rack
'lTarranty 

- "UPS 
- 3 YEARS , Battery -3 Years

Mandatory CERTIFICATION FOR UPS - ISO900L-2015 ,

ISO1400l -2015, ISO 45001Z0LB(OHSAS), CE Certification
AND BIS Certification, RoHS Compliant, IEC 62040 - 1, 2 & 3

2 Nos.

2 5 KVAonlineUPSwith
batteries - Single Phase
Input Single Phase

output

BIS CERTIFIED 5 KVA/I2OVDC UPS with Online Double
Conversion, High Frequency IGBT, DSP and Dual
microprocessor controlled system, Capacity -5 KVA with
INBUILT Isolation Transformer
Input operating voltage - 170 - 270 VAC, Single Phase Input
Single Phase output and dedicated Earth, Output power - 5

kVA/4000'V7, Output power factor 0.8 Lagging or better,
Output voltage - 230 V AC Single phase, Output voltage
regulatioTr- +/-Lo/o, Auto Bypass Facility. Output frequency - 50
Hr, +/.0.05%, Output crest factor- 3:1, UPS overall efficiency -

>94% or more, THD - llo/o for linear Load, {5o/o for Non-linear
load
Ventilation - Forced - Air cooled, LED/LCD Display for -
Mains on, Inverter on, Battery Low, Over Load, Load Percentage,

Common Alarm, - Battery low Pre-alarm, Output short
circuit protection, Output over/under voltage protection, over

temperature alarm
Battery -10 nos o{ IZY/4OAH CPRI Certified Tubular Battery
With Battery Rack

2 Nos.



-

'Warranry - UPS - 3 YEARS , Battery -3 Years

Mandatory CERTIFICATION F'OR UPS - ISO900L-2015 ,

ISO1400L -2015, ISO 45001:7018(OHSAS), CE Certification
AND BIS Certification, RoHS Compliant, IEC 6?,040 - 1, 2 & 3

1. R^,., Shoulcl be inclusive of all taxes and duties.
Z. Delivery should be made at site College of Engineering, Chengannur
3. 'lTarranty :- 3 years with after sales support
4. Payment : 100o/o after successful testing
5. Security Deposit , 5o/o of the contract amount
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